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// SERENO

// SCALDASALVIETTE AD ACQUA // Water heated towel rail // Полотенцесушитель водяной 

Da collegarsi all’impianto di riscaldamento
To be connected to the heating system
Для подключения к системе ГВС или отоплению

PRESSIONE DI ESERCIZIO MASSIMA: 600 kPa
PRESSIONE DI COLLAUDO STANDARD: 800 kPa
PRESSIONE DI COLLAUDO IN LABORATORIO: 1500 kPa
TEMPERATURA MASSIMA DI ESERCIZIO: 95°C
MATERIALE: ottone

Maximal working pressure: 600 kPa
Standard testing pressure: 800 kPa
Testing pressure in laboratory: 1500 kPa
Maximal working temperature: 95°C
MATERIAL: Brass

Максимальное рабочее давление: 600 kPa
Стандартное испытательное давление: 800 kPa
Испытательное давление в лаборатории: 1500 kPa
Максимальная эксплуатационная температура: 95°C
материал: латунь
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Scaldasalviette fisso componibile con mensola ribaltabile in tubo di ottone Ø25mm.
MODULO AGGIUNTIVO: 100mm/200mm
VERSIONE COMBINATA: disponibile 
VERSIONE MONOTUBO: disponibile (valvola non compresa)
MONTAGGIO A PAVIMENTO: disponibile
SPORGENZA DAL MURO: 125mm (con mensola chiusa) 390mm (con mensola aperta)
NOTE: viene fornito fissato su pannello, da usarsi come dima di riferimento per l’installazione

Fixed modular heated towel rail in brass tube Ø25mm with tip-up shelf
ADDITIONAL MODULE: 100mm / 200mm
COMBINED VERSION: available
SINGLE TUBE VERSION: available (valve not included)
FLOOR CONNECTION: available
DISTANCE FROM THE WALL: 125mm (with shelf closed) 390mm ( with shelf open)
NOTES: the item is delivered on a panel which can be used for the installation

Стационарный модульный полотенцесушитель из латунной трубы диаметром Ø25 мм 
(с откидывающейся полкой).
Дополнительный модуль: 100 мм/200 мм
Комбинированная версия: Доступный
Однотрубная версия: Доступный (клапан не включен)
Напольное подсоединение: Доступный
Расстояние от стены: 125 мм
Примечание: товар поставляется на панели, которая может использоваться при установке

Accessori disponibili a richiesta
OPTIONALS AVAILABLE ON REQUEST

Дополнительные опции

INT. 325 mm
INT. 475 mm
INT. 775 mm
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