PRESSIONE DI ESERCIZIO MASSIMA: 600 kPa
PRESSIONE DI COLLAUDO STANDARD: 800 kPa
PRESSIONE DI COLLAUDO IN LABORATORIO: 1500 kPa
TEMPERATURA MASSIMA DI ESERCIZIO: 95°C
MATERIALE: OTTONE

MAXIMAL WORKING PRESSURE: 600 kPa
STANDARD TESTING PRESSURE: 800 kPa
TESTING PRESSURE IN LABORATORY: 1500 kPa
MAXIMAL WORKING TEMPERATURE: 95°C
MATERIAL: BRASS

MAKCUMAJIbHOE PABOYEE [IABJIEHME: 600 kPa
CTAHJAPTHOE UCTIbITATENTbHOE [JABNEHWE: 800 kPa
WCTbITATEJIbHOE ABJIEHWE B JIABOPATOPUN: 1500 kPa
MAKCUMAJIbHAS OKCMTYATALIMOHHASA TEMMEPATYPA: 95°C
MATEPWAJ1: NATYHb
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Scaldasalviette fisso componibile in tubo di ottone @25mm.
MODULO AGGIUNTIVO: 67mm/180mm

VERSIONE COMBINATA: disponibile

VERSIONE MONOTUBO: disponibile (valvola non compresa)
MONTAGGIO A PAVIMENTO: disponibile

SPORGENZA DAL MURO: 125mm

Fixed modular heated towel rail in brass tube @25mm.
ADDITIONAL MODULE: 67mm / 180mm

COMBINED VERSION: available

SINGLE TUBE VERSION: available (valve not included)
FLOOR CONNECTION: available

DISTANCE FROM THE WALL: 125mm

CTaumMoHapHblit MOAYbHbIYA MONOTEHLECYLUIMTENb U3
NaTYHHOM TPyGbl AMaMeTpOM 025 MM.

[lononHuTenbHbIA MoAyNb: 67 MM/180 MM
Kom6uHuposaxHas sepeusi: [JoCTynHbIi

OpHoTpy6Has Bepeust: [OCTynHbIN (knanaH He BKITOYEH)
HanonbHoe noacoeanHeHne: JocTynHbliA

PaccTosHue oT cTeHbl: 125 Mm
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ACCESSORI DISPONIBILI A RICHIESTA
OPTIONALS AVAILABLE ON REQUEST
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Optionals pag. 170 Optionals pag. 174 Optionals pag. 173

Optionals pag. 176 Art. 442/M



